R-9520
QUICK RELEASE FIRE EXTINGUISHER BRACKET
INSTALLATION INSTRUCTIONS
This fire extinguisher bracket is designed to hold a 2 1/2 pound AMEREX model 417 fire extinguisher.
Our bracket is used to mount a fire extinguisher to any of our mounting brackets or to any suitable surface.
The hole pattern on our bracket matches the hole pattern on the bracket supplied with AMEREX
extinguishers.

Step 1.
Determine the approximate mounting position of the fire extinguisher and the position of the mount release
handle.
Step 2.
Loosen the band clamp bolts and slide the extinguisher bottle into the bracket. Just snug the band clamp
bolts for now.
Step 3.
Squeeze the handle and release the base plate. Note which side is the handle side. Fasten the base to
the mounting surface with 4 screws.
Step 4.
Snap the extinguisher and upper bracket onto the base. Make any final adjustments to the position of the
bottle and tighten the band clamps.

To Use: Simply squeeze the handle to release the extinguisher from the base. Follow the extinguisher
use instructions.
Note: When placing the extinguisher back on the base; be sure that the latch is fully engaged.

Brey-Krause Manufacturing co. shall not be held responsible for injury, death, vehicle damage and other
types of damage resulting from the use or misuse of our products. This includes improper installation of this
product. Proper installation of these parts is critical to their functionality and should only be done by a
professional shop.
All Amerex extinguishers are furnished with a detailed “Owners Manual" containing valuable information. The manual contains
general information on the installation, use and maintenance of the extinguisher. The extinguisher nameplate (label) contains
information specific to "HOW TO USE" the particular extinguisher. The label instructions vary slightly according to type and size. All
potential operators should be totally familiar with the instructions on any extinguisher they might be required to use.

